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, rot, gelb, griin, bl -
Tiillenfarbe grad, rot, gel grun. biad Boot colour
grey, red, yellow, green, blue
. Abmessungen RJ 45
Kabelfarbe grau, fot, gelb, griin, blau Cable colour nach [EC 60603-7
grey, red, yellow, green, blue dimension RJ45 E
ding to IEC 60603-7
Mantel (Norm) FRNC: IEC 60332-1-2 / IEC 607542 / IEC 61034 Coating (standard) according fo
Patchkabel (Norm) |IEEE 802.3 / IEEE 802.5 Patchcord (standard)
Schirmung 360° Schirmung / shielding - EN 60603-7 Shielding gez. / drawn 18.01.2016 MJ E I_ ® | |
elektr. Werte Kat. 6a- ISO/IEC 2nd FPDAM 2 to ISO/IEC 11801 AMD 2 | Electr. values gepr. / appr. 18.01.2016 GF qsy a n
N A - - ..for a better connectivity
Power over Ethernet+ gemal / according to IEEE802.3at Power over Ethernet+ Titel / titel:
Chemische Eigenschaften RoHS 2002/95/EG Chemical properties Patchkabel RJ45 FlexBoot Kat. 6a Mafle / Dimensions: mm
— Patchcord RJ45 FlexBoot Cat. 6a F
Belegung 1:1 Configuration ..
- . o | Mewstlns | worzie | W Zgichnungsnummer/ drawing number: Orlgmal' DIN A4
Steckermaterial Polycarbonate (UL94V-2) Plug material And./ | Anderung/ | Datum/| Name/
Kontaktmaterial Phosphor Bronze (30u“ Gold) / PhBr (with 30u“ gold) contact material Iiox Lz\ﬂzion date | name ZN_CU 1 61 007 Blatt / sheet 1 von / of 1
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